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Hydraulic Summary

Total Drainage Area = sq. mi
Controlled Drainage Area = sq. mi

Effective Drainage Area = sq. mi

Existing Structure: Slope =  ft/ft Inlet Elev =  ft

C/L Station QOT ≈ Yrfreq RdwyOT Elev = ft

RdwyOT Sta = 

Proposed Structure: Slope =  ft/ft Inlet Elev =  ft

C/L Station QOT ≈ Yrfreq RdwyOT Elev = ft

RdwyOT Sta = 

Detour Structure: Slope =  ft/ft Inlet Elev =  ft

C/L Station   QOT ≈ Yrfreq DetourOT Elev = ft

DetourOT Sta =

Freq. Q (cfs) CHW (ft) V (fps)

2
5
10
25
50

100

     OT or 500 = 
   Detour OT = Yrfreq

Notes:
1. Curtain wall depth upstream = ft  downstream = ft

Hydraulic Design is in compliance with
“Federal-Aid Policy Guide 23 CFR 650, Subpart A”

ft offset to the 

ft offset to the 

Initials: Date:


	Text13: 
	Text14: 
	Text15: 
	Text16: 
	Text17: 
	Text18: 
	Text19: 
	Text20: 
	Text21: 
	Text22: 
	Text23: 
	Text24: 
	Text25: 
	Text26: 
	Text27: 
	Text28: 
	Text29: 
	Text30: 
	Text31: 
	Text32: 
	Text33: 
	Text34: 
	Text35: 
	Text36: 
	Text37: 
	Text38: 
	Text39: 
	Text40: 
	Text41: 
	Text42: 
	Text43: 
	HWY: 
	Text68: 
	Text69: 
	Text70: 
	Text11: 
	Text12: 
	Text9: 
	Text10: 
	Text8: 
	Text66: 
	Rdwy OT: 
	Text50: 
	Detour OT: 
	Text51: 
	Text58: 
	Text59: 
	Text67: 
	Text1: 
	Text2: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 


